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With unmatched abrasion and solvent resistance, 8770-PRE is specifically designed to address the most 
extreme labeling applications requiring environmental resistance. This formulation provides excellent 
print density  and clear edge definition for crisp, ultra-durable barcodes.

8770-PRE
Premium Resin Thermal Transfer Ribbon

RIBBON PROPERTIES:
• Ink Formulation: Resin
• Color: Black
• Base Film Thickness: 4.8 μm. 
• Total Thickness: 7.5 μm. 
• Ink Transfer Temperature: 396F/202C

SUBSTRATE COMPATIBILITIES:    
• Synthetics
• Specialty Materials                                                      

RECOMMENDED APPLICATIONS:
• Automotive  • Chemical
• Compliance  • Electronics
• Health & Beauty • Inventory & Logistics
• Outdoor  • Pharmaceutical
  
CERTIFICATIONS:
• FDA   • REACH
• ROHS   • UL
• BS5609

Guaranteed Quality
Genuine  Supplies are manufactured to strict quality standards to ensure optimum performance and user satisfaction. 

Guaranteed Compatibility
From core to cut, Genuine  Supplies are designed to work flawlessly through your TSC & Printronix Auto ID printer.

Consistent Performance
From the first label to the last and from one order to the next, Genuine Supplies will provide clear, crisp imaging and consistent performance.

“No Worry” Reliability 
Quality control, manufacturing and component standards ensure “No Worry” reliability.

Why choose Genuine Supplies?
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